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Vacuum tube - tube sheet Joint Tester type 5376 V
TECHNODATA  tube - tube sheet joint tester type 5376 V is suitable to de-
tect leaks between expanded tube and tube sheet joints. Specially if testing 
is required before fi nal pressure test, p.e. if repairing is very diffi cult after 
mounting, or it is impossible to determine the leaking tube joint by means 
of pressure test, the use of the joint tester type 5376 V is highly recommen-
ded.
The vacuum tube-tube sheet joint tester type 5376 V consists of the cylinder 
body, the vacuum attachment, the manifold and the seals. Seal expanding 
and vacuum obtaining is air activated. The different manifold and sealing 
sets to suit the different tube sizes and joint types are changeable very easi-
ly. So the capability to nearly all testing requirements is warranted.

fi g.: Vacuum tube - tube sheet 
          joint tester type 5376 V 

• air pressure:  3 to 8,5 bar
• air consumption:  > 140 ltrs / min

compelte unit without seal Manifold complete O-Ring
3/8" RT-5376-6 RT-5377-6 RT-5378-6
1/2" RT-5376-8 RT-5377-8 RT-5378-8
5/8" RT-5376-10 RT-5377-10 RT-5378-10
3/4" RT-5376-12 RT-5377-12 RT-5378-12
7/8" RT-5376-14 RT-5377-14 RT-5378-14
1" RT-5376-16 RT-5377-16 RT-5378-16

1-1/4" RT-5376-20 RT-5377-20 RT-5378-20
1-1/2" RT-5376-24 RT-5377-24 RT-5378-24
1-3/4" RT-5376-28 RT-5377-28 RT-5378-28

2" RT-5376-32 RT-5377-32 RT-5378-32

TUBE OD
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Tube Tester Type 5373 

TECHNODATA  tube tester type 5373, for tubes  7,1 - 31,3 mm 
(.28“-1.23“) ID., is suitable to detect leaks or breaks of tubes 
between tube sheets. The tube tester consists of air injection 
gun and plugging gun. The plugging gun with support tube and 
matching set of seals plugs one end of the tube. By means of 
air injection gun testing pressure is obtained.Leaks are detec-
ted by loss of pressure indicated on the air pressure gauge. 
Seal expanding is air activated.
For tubes with 31,5 - 64,3 mm (1.24“-2.53“) ID use tube tester 
type 5373 A. Please contact customer service for detailed 
technical informations.

air injection gunplugging gun
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Tube Tester Type 5373 

Tube Tester Type 5373 A

1 RT-5373-1
2 RT-5373-2
3 RT-5373C1
4 support tube with washer/nut tube ID.

.28 - .48" 7.1 - 12.1 mm RT-5373ST1

.49 - .83" 12.4 - 21.1 mm RT-5373ST2
.84 - 1.23" 21.3 - 31.3 mm RT-5373ST3

5 seal and washer set look at seal shart

Position Denomination Ref.-Nr.

plugging gun
air injection gun

cylinderbody with holder

1 RT-5373-3
2 RT-5373-4
3 RT-5373C2
4 support tube with washer/nut tube ID.

1.24 - 1.63" 31.5 - 41.4 mm RT-5373ST4
1.64 - 2.03" 41.7 - 51.6 mm RT-5373ST5
2.04 - 2.45" 51.8 - 62.2 mm RT-5373ST6

5 seal and washer set look at seal shart

Position Denomination Ref.-Nr.

plugging gun
air injection gun

cylinderbody with holder
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SEALS tube tester Type 5373

BWG ID - mm Ref.-No. BWG ID - mm Ref.-No.

8-9 4.32 - 5.18 n/v 8-9 20.20 - 21.06 RT-5373-780
10-11 5.89 - 6.60 n/v 10-11 21.78 - 22.48 RT-5373-840
12-13 7.16-7.87 RT-5373-250 12-13 23.04 - 23.76 RT-5373-870
14-15 8.48-9.04 RT-5373-300 14-15 24.36 - 24.92 RT-5373-940
16-17 9.40-9.75 RT-5373-340 16-17 25.28 - 25.64 RT-5373-970
18-19 10.21-10.57 RT-5373-370 18-19 26.10 - 26.44 RT-5373-1000
20-24 10.92-11.58 RT-5373-400 20-24 23.80 - 27.46 RT-5373-1030

8-9 7.49-8.36 RT-5373-270 8-9 23.37 - 24.23 RT-5373-900
10-11 9.07 - 9.78 RT-5373-340 10-11 24.94 - 25.65 RT-5373-940
12-13 10.34 - 11.05 RT-5373-370 12-13 26.21 - 26.92 RT-5373-1000
14-15 11.66 - 12.22 RT-5373-440 14-15 27.53 - 28.09 RT-5373-1070
16-17 12.57 - 12.93 RT-5373-470 16-17 28.45 - 28.80 RT-5373-1090
18-19 13.39 - 13.74 RT-5373-500 18-19 29.26 - 29.62 RT-5373-1120
20-24 14.10 - 14.76 RT-5373-530 20-24 29.97 - 30.73 RT-5373-1150

8-9 10.67 - 11.53 RT-5373-400 8-9 26.52 - 27.38 RT-5373-1050
10-11 12.24 - 12.95 RT-5373-440 10-11 28.10 - 28.8 RT-5373-1090
12-13 13.51 - 14.22 RT-5373-500 12-13 29.36 - 30.08 RT-5373-1120
14-15 14.83 - 15-39 RT-5373-530 14-15 30.68 - 31.24 RT-5373-1190
16-17 15.75 - 16.10 RT-5373-590 16-17 31.60 -31.96 n/v
18-19 16.56 - 16.92 RT-5373-620 18-19 32.42 - 32.76 n/v
20-24 17.27 - 17.93 RT-5373-650 20-24 33.12 - 33.78 n/v

8-9 13.84 - 14.71 RT-5373-530 8-9 29.72 - 30.58 RT-5373-1150
10-11 15.42 - 16.13 RT-5373-590 10-11 31.29 - 32.00 RT-5373-1190
12-13 16.69 - 17.40 RT-5373-620 12-13 32.56 - 33.27 n/v
14-15 18.01 - 18.57 RT-5373-690 14-15 33.88 - 34.44 n/v
16-17 18.92 - 19.28 RT-5373-720 16-17 34.80 - 35.15 n/v
18-19 19.74 - 20.09 RT-5373-750 18-19 35.61 - 35.97 n/v
20-24 20.45 - 21.11 RT-5373-780 20-24 36.32 - 36.98 n/v

8-9 17.02 - 17.88 RT-5373-650
10-11 18.59 - 19.30 RT-5373-690
12-13 19.86 - 20.57 RT-5373-750
14-15 21.18 - 21.74 RT-5373-800
16-17 22.10 - 22.45 RT-5373-840
18-19 22.91 - 23.27 RT-5373-870
20-24 23.62 - 24.28 RT-5373-900

7/8" 22,2 1-1/2" 38,1

1" 25,4

5/8" 15,8 1-1/4" 31,7

3/4" 19 1-3/8" 34,9

TUBE OD TUBE OD

1/2" 12,7 1-1/8" 28,58
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Hydro-Pneumatic test pump Typ  L10N / L20N

The technical application of the hydro-pneumatic test pump is testing of tube with water under air pressure. If 
the pump is connected at the air pressure net, the water fl ow into the tube by a separate watertank, whereby the 
tube   inlet and outlet must be closed with the testing plugs.

In order to the tube ID the interlock device is variable.The outlet plug will be closed if the complete tube is fi lled 
(without an air bubble), after this the high pressure will be applied by the pump.
 
The valve controlled pumps  differentiate from each other by the fl ow rate and  power state. The hydro-
pneumatic testing pumps characterized by low weight, easy handling, and design for continuous working.

TECHNICAL DATA:
MODELL  L 10 N       
connection: air pressure min. 6 bar 
operating pressure: max. 60 bar.
fl ow rate max.: 20L. / Min.
weight: ca. 21 KG
Maße (mm.): 500 x 350 x 250.

MODELL  L 20 N
connection: air pressure min. 7 bar.
operating pressure: max. 120 bar
 fl ow rate max.: 10L. / Min.
weight: ca. 21 KG
dimension(mm.): 500 x 350 x 250




