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• Large diameter range: 11 models from Ø 5 to Ø 1100 mm.
• Big capacity of clamping for each model.
• 1 concentric clamping multi-contacts : Clamping system without tube deformation (Ideal for thin 

wall stainless tubes).
• Stainless steel jaws in standard: Save corrosion of stainless tube when it‘s in contact.
• Distance Clamping-saw: from 2 to 15 mm, to ensure a precise cut without deformation of the 

tube.
• Weight : lighter and easier to move on worksite and workshop.
• A standard drive wheel (except ECO et CC80): The motor turns around the tube with gear 

reduction avoids wasted efforts and diffi cult working positions, ensures an even advance of the 
tool (which increases blade lifetime and improves the quality of the cut).

• Cutting precision: good surface condition (limited burring) and perpendicular < 0,25 mm, ideal 
for orbital welding.

• Productivity : interchangeable motors for cutting hard steel material to adapt a beveling motor or 
a welding torch to amortize faster the investment.

Orbital-Cutting Type CC

TYPE QTY Ø range
tubewall 
thickness weight faster slower pneuma  c frame size

clamping jaw mm mm  kgs motoriza  on motoriza  on motoriza  on L x W X H  mm
 CC80  3  5>78   0,5>7  15  M21 : 220V / M11 : 110V   x   x   262x250x115  
 CC121 ECO  4  5>121   0,5>7  36  M21 : 220V / M11 : 110V   x   x   432X520X297  
 CC121  4  5>121   0,7>15  37  FS29 : 220V / FS19 : 110V   FS25 : 220V / FS15 : 110V   MOPD   432X520X297  
 CC171  4  16>171   0,7>15  44  FS29 : 220V / FS19 : 110V   FS25 : 220V / FS15 : 110V   MOPD   474X545X297  
 CC221  6  59>225   1>15  51  FS29 : 220V / FS19 : 110V   FS25 : 220V / FS15 : 110V   MOPD   515X544X320  
 CC321  6  140>330   1,5>15  73  FS29 : 220V / FS19 : 110V   FS25 : 220V / FS15 : 110V   MOPD   674X636X320  
 CC420  6  215>420   1,5>15  148  FS29 : 220V / FS19 : 110V   FS25 : 220V / FS15 : 110V   MOPD   791x690x260  
 CC520  6  315>520   1,5>15  250  FS29 : 220V / FS19 : 110V   FS25 : 220V / FS15 : 110V   MOPD   901x790x281  
 CC620 L  8  *   1,5>15  400  FS29 : 220V / FS19 : 110V   FS25 : 220V / FS15 : 110V   MOPD   1085x1050x488  
 CC720 L  8  **   1,5>15  450  FS29 : 220V / FS19 : 110V   FS25 : 220V / FS15 : 110V   MOPD   1095x1117x488  
 CC1100  Bi  e anfragen




