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Type	 TDF-2	 TDF-3	 TDF-4

Machining dia.	 300-1200	 700-2200	 1500-3500

	 (11.8“-47.2“)	 (27.5“-86.6“)	 (59“-137.8“)

Mounting dia.	 485-1345	 750-2400	 1500-3700

	 (19.1“-53“)	 (29.5“-94.5“)	 (59“-145.7“)

Machine height	 350 (13.8“)	 450 (17.7“)	 760 (29.9“)

Axial stroke	 —	 —	 —

Axial stroke with	 80 (3.15“)	 80 (3.15“)	 80 (3.15“)

angular head (optional)

Radial stroke	 100 (3.9“)	 150 (5.9“)	 200 (7.9“)

Radial feed	 0,1/1	 0,1/1	 —

mm/rev	 (0.004“/0.04“)	 (0.004“/0.04“)	

Radial feed 	 —	 —	 0-10

mm/min	 	 	 (0“-0.04“)

Dimensions in mm (inch)

Special versions on request

Type	 TDF-05	 TDF-05A	 TDF-1	 TDF-1A

Machining dia.	 0-250	 0-250	 0-500	 0-400

	 (0-9.8“)	 (0-9.8“)	 (0-19.7“)	 (0-15.7“)

Mounting dia.	 250-400	 250-400	 260-600	 260-600

	 (9.8“-15.7“)	 (9.8“-15.7“)	 (10.2“-23.6“)	 (10.2“-23.6“)

Machine height	 230	 310	 230	 310

	 (9“)	 (12.2“)	 (9“)	 (12.2“)

Axial stroke	 —	 30 (1.2“)	 —	 30 (1.2“)

Axial stroke	 60 (2.36“)	 60 (2.36“)	 60 (2.36“)	 60 (2.36“)

with angular head	

(optional)

Radial stroke	 80 (3.15“)	 80 (3.15“)	 80 (3.15“)	 80 (3.15“)

Radial feed mm/rev 	0,1/1 (0.004“/0.04“)	 0,1/1 (0.004“/0.04“)

Dimensions in mm (inch)

TDF SERIES

•	with external clamping

•	machining Ø 0-3500 mm (0“-137.8“)
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